GEOCOMPOSITE WALL REVISED DATE 12/17/98

DRAIN (TYP.)
GEOGRID REINFORCED SLOPE
EMBANKMENT (GRIDS NOT SHOWN)

4" SOLID POLYETHYLENE PIPE
SLOPE TO DRAIN (TYP.)

ALL SOLID DRAIN PIPES

J, SLOPE ANGLE APPROX.
SHALL EXIT NEW FILL - 7

Vs 1(TYP.)

I | /
e REFER TO PLANS

FOR SLOPE ANGLE

MAXIMUM HEIGHT OF BENCH NOT
TO EXCEED 8 FEET (TYP.)
HOWEVER SEE NOTE 3

EXISTING /

SLOPE DETAIL A (TYP.)

FOLD AT TOP —

GEOCOMPOSITE WALL DRAIN

FILTER FABRIC WRAPPED AROUND
DRAINAGE AGGREGATE

SLOTTED DRAIN PIPE

DRAINAGE AGGREGATE

SOLID DRAIN PIPE CONNECTED
WITH “T* CONNECTION

NOTES:
. REFER TO PLANS FOR NUMBER OF BENCHES.
SOLID DRAIN PIPES PLACED BEFORE UPPER BENCHES
CONSTRUCTED. NO SCALE

3. CONTRACTOR SHALL LIMIT BENCH HEIGHT AND LIMITS
OF CONSTRUCTION SUCH THAT SLOPE FAILURES OR
SLOUGHING OF THE EXISTING EMBANKMENT DO NOT
OCCUR.

4, SOLID DRAIN PIPES SHALL BE PLACED AT MINIMUM
200-FOOT INTERVALS.

GEOGRID REINFORCED SLOPE EMBANKMENT INTERNAL DRAINAGE DETAILS

FIGURE 1 NO SCALE
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